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4 PAIR MULTI CHANNEL AUDIO DIGITAL SNAKE CABLE

v

FALCON MULTI CHANNEL AUDIO CABLE is a high quality cable for connecting in Auditoriums, Stage events,
Live Performance, Specially designed for Flexibility and movement of Cable.

e Quality Construction — Each pair has stranded 24 AWG copper, and spiral shielded design of Core color coded

Red, White & Soft PVC Jackting.

CONSTRUCTION ’

Center Conductors

24 AWG,19/0.120 mm
Annealed Bare Copper.

Dielectric Polyethylene
Dielectric Colour Red & White
No. of Pairs 4

Spiral Shielding

38 AWG Braiding with Bare Copper

Sheathing

Grey

Outer Jacket

Soft PVC

Outer Jacket Colour

Black / As Per Customer

Center Conductor L 19/0.120 mm
Dielectric 1.35 mm
Sheathing 3.30 £0.10 mm
Outer Jacket 10.50 +0.20 mm

ELECTRICAL

At 20°C

Capacitance (Cond. To Cond.) 65 Pf/Mtr.

DC Resistance (Max.) At 20°C 91.12 Q-km
Temperature -15° to 70°Celsius
Insulation Resistance (Min.) 5000 M Q-km
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